
/

,Ol/Lz/.gg TUIT 10;30 FAli 801 468 2430
'. aE _.ltr-dr HnN_r1.j34_AU_SpF L pR0iEcTs

s.L. c0. DEv. sERvIcEs

CONS OF FAX NO, 801 IT

c
+:rii:j
SD;
:irr:H
i* rir:' .:

=-

15 Eesr Botth Teople Screet

Silc Lake Ctcy, IJT 84150-5660

t0l-240-64t+8 Faxt gOL-Zho-1335

Toft Eanson/Kerrv Nlelsen

15 Eagt South fernple Slreet

, Sa1t Lake City, UT B4 l5 0-5 5 60

80L-240-6648 Fax 801-240-Li?5

i/dvtt /nn+

Flo!€ITy vwrrsr v,
Name:

Mailing Addrossr

Agent's Name:

Mailins AddreSS:

City/StrreZip

Daytime phone f:

EOR,IOPATTdN NF flTtr PN.FSTDTNN ETC'INP

16 inocrss agearcAlrror
As gureal.y As'PossIBLE,
PLEASE.FOI,D EIAKS 'rO8 LIZ X 1l"On S'ner,rpn

FTOFETry EEE ATTACNED PIAT
Address:

Whar usE is Requested?

strE A?TACHED # Hes, Units N/A

Bldg Ht- N/,1,

Acres/SoFt(of lorl N/A

Sq Ft(bfdol tl/-rt

Bldg Value ^-___g7f a

This appfieation is in rlre - Commrlnirv General Flan area and is shown on the Land Use Plan as

- 

rr- '
lJ6r d.6rhy rrldrndd. orrlcr. aorvrrclrl. rtt,l?

Docs your rsquest eomply wirtr rfre general plan? yes ( j NO t J
lf Ns, Pleas contaer in N3700 at a6E-2061 ro di

Rece ived Time Dec 15. I t:24AM Print Time Dec l5 ll:264[,f



o&/L2/98 TEtr 10:30 FA-X 801 468 2430 CO. DEV. SERVICES

w-97-2265
GRA}IITE:
DEV SVCS:

PL.97.2265 - CORPORATION OF TTIE PRESIDING BISHOPRIC _ 5047 E. LITTLE
coTToNWOOD CAIIYON RD. (eE00 S.) - MTNERAL E)ffRACTION - FR-20 - GRANTTE

Hearinq_March 10. lggS

This is a requestto split and remove rock fall granite boulders from a privately-owned site in the
Foothills and Conyons Overlay Zone. The existing parking area along the highway
(approximately 1.3 miles east of the fork of Wasatoh Blvd and 9400 S.) will be fenced for safety
and to control eccess. This area will be used to load the stone br shipment to the stonc
fabricator's plant. From the parfting area, two acoess paths will be placed going to the west
(approximately 600') to access the rock fall/boulder field area where large stones will bo split
and removed. An equipment storage and staging area (approximately 100 feet square) will be
made halfiyay along the lower path to the boulder area.

The large blocksAoulders of stone that have fallen down the motrntain will be split into
transpotXable sizes. The blocks will be approximately 8' x 6' x 5'. As the stone blocks are cut,
they will be taken down the path to the loading area for shipment via tractor-trailer.

The present schedule is to begin late lvlsrsh, 1998, and is estimated to be completed by
December, 1998.

Environmental contols will be in place to prwent erosion and contamination in the work area.
The access paths and equipment staging area will bc stabilized and restored when the work is
complete by ripping the oompacted grade path and using a native seed mix to restore vegetation
and prevent erosion- Remaining boulders will be placed at graded pafh approach to prwent any
unauthorized vehicle access into the restored area. Fences will be removed and dl materials and
equipment will be removed ftomthe work site,
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Infbrmation for Quatty at Linle Cottonwood

Idaho Trevertino will operrate dre rock splitting operation up the canyon,

They will hsve a quary forcman that will stay at the sito for security.

Tho existing parking aree (apprcximately 1.3 milcs eest of tho fork of the
ToAds) will be fencEd to keep cars from parking (here. This aroa will be used
to losd out the stono for shipment to the stonc fabdcator plant.

From the parking area an Bcccss rail will be cut up the mountain to tho west
several blocks to the rcck fall area where stone will be removed.

At the stone slide area an equipmont storagc and stone staging arca will be
made approximately 100 ft sqrrare.

The stone will be cut ftom the large blocks of stons that has fallen down the
mourtain. The blocks will be about 6 ft x 6 ft x 6 ft, The minimum
dimensions ofthe stonc need to be 48 inches.

As tlre st,one blocks are cutthey will bc tsken down the uail to the loatling
ares for shipment on tractor.trailer rigs.

The schedule will be starting in February l99E workinguntil fall and that
completing in the spring of 1999 if required.

Approximately 50,000 cubic fcet of stone will be removed ftom the rock
slido area.

Environmental controts will be in place at all timss to prcvent erosion to the
mountaifl qnd nail.

The access rail and staging area will bo restored when the project is
cornplete by placing wild grass and flowcrs in disturbed areas.

1803 P, 02
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' Submittal Requirements

The following information is submitted iu accordance with Chapter 19.12 FR-20
Zone and "Submittal Requirements for Review of Proposals in the Foothills and
Canyon Overlay Zone"

A- 1 Slopeff-ppograpluc Map
See the attached drawings.

A-2.-Grading Plan
See the attached drawings.

A.3 Drainage Plan
See the attached drawings.

see conversation Record dated 2-26-98 - Brian Bennion, SL county water
Quality for reference to water Quality and sanitation requirernents.

A.d Tree/Vegetation Report

A.4-l - Fvisting Vegptation (phnto No l. n & 1)

The following is a list of plants located on or neax the site. Note that Bigtooth
maples and scrub oak hees are the most visually apparent plants and that no
growth of rare or uncornmon plants materials are found orr the site.

Trees (Botanical/Common Name)

l. Abies concolor/White Fir

Z. Acer grandidentatum/Bigtooth Maple

3. Populus hemuloides/Quaking Aspen

4. Quercus gambelii/Scrub Oak

Shrubs

t. Amelanchier alnifolia/Serviceberry

2. C ercoc arpus ledifo lius/C url,Leaf Mountain Mahogany

Docurnent Flow Procadures 3
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3. Rhus kilobat/Oakbrush Sumac

4. Ribes aureun/Golde'n Currant

5. Rosa woodsii/Woods Rose

6. Sambucus caerulea/Elderberry

4.4-2 - Area.s rn he Modified (Photo No. lr)

The access road into the site will not be visible from the existing paved road.
Negative visual impacts near the existing roadside clearing will be limited and
unauthorized vehicular access into the sile will not be allowed during and after
completion of recovery operations. Areas outside the work limit line will be
protected from damage. Refer to the plans for hmits of disturbance. Any
environmental damage to the areas outside the work limit line will be restored and
planted with native materials. This work will be supervised Lrnder the direction of
a landscape architect.

Item A.4-3 - Areas of Critic.al Wildlife tlabitat

The site is located adjacent to a major road. No critical wildlife habitat will be
affected.

Item A.4-4 - Mairrtelrance and Frosion Control

The graded road will be engineered to prevent erosion and nrn-offproblems,
Once the recovery work is completed, the road will be ripped and a native mix
applied to prevent erosion.

A.5 GeotechnicalFeport
See enclosed report by AGEC, Inc. dated March 3, 1998.

A.LFIre Protection Plan
See appendix for description of 'Fire Safety" from Idaho Travertine Corp,

A-7 S.ife Plan
See the attached drawings.

@ ooo
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A.8 Et'ildlng Elevatiqns and Roof Plan
Not Applicable - this application does not include any development or new
structurcs.

A I Traffic lmpact
Not Applicable - this application does not include any development.

We have contacted UDOT Region Two for requirernents ancl approval of a traffic
control (signs and flagging) plan to utilize State Road 210 in the process of
hauling granite from the recovery site as identified. We have been told that no
permits or approvals are required if published standards and procedures are
followed. We plan to comply.
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February 28, 1998

Per your and Kerry Nlelson's request, r am subrnlttLng the folloslng lnfornst,lon
regardlng our quaEry p1ans.

Malntenance and_ ServiclnF Eoulpn.e.g!

EquI'pnent: D-9-G CAT, 890 JD Excavator, D-2 Drl11 CAT, 988-8 CAT Wheelloader,
two CompressgEs.

l. Fuellng: Fuel tr1II be dell,vered to the jobsite on a perlodle basls as
needed. A fuer rank wtll NoT be sBored on the Jobeite rocaclon.

2, Lubrtcatlng: Drop pads wlll be used to prevenE splllage of lubrlcants
on lhe ground. I.laste congainers (leakproof bgrrels and
garbage cane) wlll be on slte and w{ll be removed as
necessary.

3. OiI' Lubrlcant and et,c: These w{11 be sEored ln a van whlch wtll be locked
rrhen workers are not at the jobstte,

4, Envlroonental tralnlng: Each employee lnvolved in nalntenance and servtc{ng
equlpmenc, fuel dellvery persons, aod servlce
personnel wtll be Eralned and J-nstsucted ln rnethods
and proceedures to avold any envlEonmencal damage,

Flre Sa.fetv

Equlpment: The proper sl-ze and tyge of flre extlngulshers, shovets.

l. Fire extlngulshers wiII be readlly avallable at each plece of equJ.pnent
and at rrqrk areas lf a potentlal hazard exlste, (Note: most worker
actlvl.Ey wtlL take place ln areas where there are no flarnnable materlal,s.)

2. Suoklng will be prohibited on the jobslte.

Sanicary Tollets

1. Self-contained, portable tol-lets will be provlded near work areas and w111
be servlced on a regular and ttmely basLs.

Z. Enployees wllI be instructed to use these fectlttLes.

Water Use

I. Our drt]-ltng proceedures do noE

2. Drinklng vater lrLll be broughr

Conp.

requlre water use, (See trExploslvesrr),

in ln coolers for enployee u6e.



IJ/,LLJS, TEU 10:$6 FAX 801 468 2430 S.L. CO. DEV. SERVICES @OoS

'I.ti.' llo Peterson
.Legacy ConecrucEors page 2

Exolostveg

Types: Presently our plan 1s to uoe detonating cord, fuse and expl,oslve capg.

1- I'later: lle may declde to use warer or another subslance Ln the drttl hoLes
trlth the explosives. If water ls used ln rhi-s proce€s it w1tl be
snall quanElgles and would be hauled ln 1n containere.

2. Exploslves siorage: Proper exploelve rnagazines ullt be provlded ro Beet
or exceed MSIIA standards.

3. 
.Debris: 

fhe use of detonatl-ng cord severely 11nlts flylng rock and contalns
lt generally to Iess than a 50r aree.

!ecurity

Types: Fence and Slgns.

t. Fence: Legacy Constructors wiII have a fence lnstatleil wlth lockable gates
at the presenE parking area to prevent unauthorl,zed parktng.

Z. Signs: Legbcy Constructors will have slgns posted to preven! unauthorlzed
personnel access to the quarry area to avo{d vandalisn and accldents.

3. Equlpmenr security: In addltlon to the exterlor perimeter belng fenced and/
or slgns posred, Idaho Travertine Corp. plans to have
a security fence lnslde whlch se wlll park otrr
equlpment ne4r the quarry area.

4. Securlcy craller: Idaho Travertl-ne Corp, pl.ans Eo have a Eravel traller
in the securlty conpound for securlty personnel to sEey
1n when Ehe quarty workers are noE present to prevent
vandaLlsn Eo Ehequtrr/ equipment.

Erosion Control

l. Idaho Travertina Corp, wlll provlde berms and/or dLkes to control lrateE
run-qff affeeted by skld tralls and equlpment storage cle-aring.

Subnltted by Theo R. Orchard


